
Item no.: 312032

A1921-ND - J15 Header, Pin

0,03 EUR
Item no.: 312032

shipping weight: 0.10 kg
Manufacturer: VARIA Group

Product Description
Connectors Plug connector through hole 2 positions 0.100" (2.54mm)Product features- TYPE DESCRIPTION- CategoryConnectors, connectionsRectangular connectorsPlug
connectors, pins- Manufact. TE Connectivity AMP Connectors- Series MTA-100- Packaging Loose in bag- Status of component Active- Connector type Header- Contact type
Connector- Pitch - Pairing 0.100" (2,54mm)- Number of positions 2- Number of rows 1- Row spacing - Pairing -- Number of occupied positions All- Style board to cable/wire-
Enclosure Covered - 1 wall- Mounting type through-hole- Termination solder connection- Mounting type friction lock- Contact length - Pairing 0,295" (7.49mm)- Contact length - post
0.140" (3.56mm)- Total contact length 0.535" (13.59mm)- Insulation height 0.305" (7,75mm)- Contact Shape Square- Contact Surface - Pairing Tin- Contact Surface Thickness -
Pairing -- Contact Surface - Post Tin- Contact Material Copper Alloy- Insulation Material Thermoplastic- Features -- Operating Temperature -55°C to 105°C- Ingress Protection (IP)
-- Material Flammability Classification UL94 V-0- Insulation Colour Natural- Rated Current (Amps) Varies Rated current (Ampere) Varies according to wire gauge- Rated voltage
250V AC- Stacking heights when mated -Contact surface thickness - Post -- Applications Multi-purpose- Basic product number 640456Environmentaland Export Classifications-
PROPERTY DESCRIPTION- RoHS status RoHS compliant- Moisture Sensitivity Level (MSL) 1 (Unlimited)- REACH status Not specified by supplier- ECCN EAR99- HTSUS
8536.69.4040Additional Resources- PROPERTY DESCRIPTION- Other Names
640456-2-CSIA19213937-640456-26404562403612641-SI640456-2-SI2266-640456-2403612641-CSI403612641-CSI-ND403612641-SI-ND- Standard Packaging 1
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