
Item no.: 312035

A1971-ND, J18 Header, Pin

0,49 EUR
Item no.: 312035

shipping weight: 0.10 kg
Manufacturer: VARIA Group

Product Description
Connectors Plug connector through hole 2 positions 0.156" (3.96mm)Product features- CategoryConnectors, connectionsRectangular connectorsPlug connectors, pins- Manufact.
TE Connectivity AMP Connectors- Series MTA-156- Packaging Loose in bag- Status of component Active- Connector type Header- Contact type Connector- Pitch - Pairing 0.156"
(3,96mm)- Number of positions 2- Number of rows 1- Row spacing - Pairing -- Number of occupied positions All- Style board to cable/wire- Enclosure Covered - 1 wall- Mounting
type through-hole- Termination solder connection- Fastening type friction lock- Contact length - Pairing 0,400" (10.16mm)- Contact length - post 0.125" (3.18mm)- Total contact
length 0.650" (16.51mm)- Insulation height 0.425" (10,80mm)- Contact Shape Square- Contact Surface - Pairing Tin- Contact Surface Thickness - Pairing -- Contact Surface - Post
Tin- Contact Material Copper Alloy- Insulation Material Thermoplastic - Glass Filled- Features -- Operating Temperature -55°C to 105°C- Ingress Protection (IP) - Classification
Flammability- Flammability classification of the material UL94 V-0- Insulation colour Natural- Rated current (Ampere) Varies according to wire gauge- Rated voltage 600V AC-
Stacking heights in mated condition -- Contact surface thickness - Post -- Applications General use, Industry- Base Product Number 640445Environmental and Export
Classifications- RoHS Status RoHS Compliant- Moisture Sensitivity Level (MSL) 1 (Unlimited)- REACH Status Not Specified by Supplier- ECCN EAR99- HTSUS
8536.69.4040Additional resources- Other names
651-1088-01-CSI-ND640445-2-SI651-1088-01-SI-ND6404452651-1088-01-CSIA19712266-640445-2640445-2-CSI651-1088-01-SI3937-640445-2- Standard packaging 2,000
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